
 

 
 

ProGuard RV and Marine Antifreeze 
Product Data Sheet 

 
ProGuard RV and Marine Antifreeze is formulated for potable (drinking) water and 
plumbing systems to winterize for winter storage.   
 
ProGuard Marine Antifreeze can be ordered as a concentrate or 50/50. 
 
ProGuard RV Antifreeze can be ordered as a concentrate, -50 burst or as -100 burst. 
 
Both products can be used to winterize boats, recreational vehicles, vacation homes, 
swimming pools and a variety of other winter storage applications.  Both are safe for brass, 
metal, copper and plastic pipes (except acetate).  All the ingredients are considered by the 
Food and Drug Administration as GRAS (Generally Regarded as Safe). 
 
Note:  These products CANNOT be used as a heat transfer fluid and should only be used 
in winter storage applications. 
 
 
ProGuard   Marine AF Marine AF 50/50 RV -50burst   RV -100 burst 
                             & RV 
                             (Concentrate) 

 
Color    Blue or Pink  Blue   Pink  Pink 
Percent glycol  97-98   50   33  65 
Vapor Pressure @68F .08   .08   .08  .08 
Boiling point (deg F) 370   370   370  370  
Chrystalization point -73   -28 F   9 F  -62 F 
Burst Point (deg F)     -75   -50   -100  
Specific Gravity  1.01-1.075  1.04   1.01  1.04 
Ph (conc)   9.5-10.0  8.5-10   8.5-10  8.5-10 
Water Soluble  complete  complete  complete complete 
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