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 CVT Fluid 
 

 CVT Fluid is a high performance, synthetic, continuously variable transmission fluid formulated specifically for use 
in most service fill CVT applications. It provides smooth and consistent wet clutch performance and the carefully selected blend 
of base oils and additives is optimized for excellent metal to metal friction characteristics between metal belt and pulley. 
 

 CVT Fluid will provide optimal low temperature flow properties, shear stability, anti-wear protection, oxidation 
stability and effective foam control. This fluid is compatible with common organic seal materials, imparting oil leakage control. 
 
Applications 
  

  CVT Fluid meets the requirements of: 
 
 Toyota, Nissan, Mitsubishi, Saturn and Subaru vehicles with metal belt 
 CVTs where CVT fluid is required, and Audi chain drive CVTs.  
 Exceptions are those models with toroidal or dry CVTs. Always consult  
 vehicle owner's manual for fluid recommendations. 
 
 
 
Typical Characteristics 
 

 
CVT Fluid 
 
Appearance    Red Liquid 
Viscosity, ASTM D-445 
 cSt. at 100° C   7.1 
Brookfield Viscosity, ASTM D-2983 
 cP. at –40° C   14,000 
Flash Point, ASTM D-92 
 °C (°F)    185 (365) 
Rust Test, ASTM D-665A   Pass 
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 CVT Fluid 
 
 

OEM CVT Type  CVT Fluid 
Audi A4 Chain Suitable For Use 

Audi A6 Chain Suitable For Use 

Audi/VW (TL52180;G052180A2) Belt Suitable For Use 

BMW CVT (83 22 0 136 376) Belt Suitable For Use 

BMW CVT (83 22 0 429 154) Belt Suitable For Use 

Chrysler/Jeep (NS-2; CVTF+4) Belt Suitable For Use 

Daihatsu (CVTFluidTC) Belt Suitable For Use 

Dodge Caliper Belt Suitable For Use 

Dodge (NS-2; CVTF+4) Belt Suitable For Use 

Ford CVT23 Belt NO 

Ford CVT30 Belt NO 

Fujiyuuko I_CVTFFG Belt Suitable For Use 

GM/Saturn (Dex-CVT22688912) Belt Suitable For Use 

Hyundai/Kia CVT Belt Suitable For Use 

Lexus (CVTFluidTC-Non Hybrid) Belt Suitable For Use 

Mercedes Benz CVT (236.20) Belt Suitable For Use 

Mitsubishi Lancer Belt Suitable For Use 

Mitsubishi Outlander Belt Suitable For Use 

Mitsubishi (Diaqueen, CVTF-J1) Belt Suitable For Use 

Mopar (NS-2; CVTF+4) Belt Suitable For Use 

Nissan Altima Belt Suitable For Use 

Nissan Murano Belt Suitable For Use 

Nissan (NS-2) Belt Suitable For Use 

Nissan Quest Belt Suitable For Use 

Nissan Sentra SE-R Belt Suitable For Use 

Nissan Versa SL Belt Suitable For Use 

Saturn Ion Quad Coupe Belt Suitable For Use 

Saturn Vue Belt Suitable For Use 

Saturn Justy Belt Suitable For Use 

Suzuki (TC/NS-2/CVTFluidGreen1) Belt Suitable For Use 

Toyota (CVTFluidTC-Non Hybrid) Belt Suitable For Use 


