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Vintage DM3 Automatic Transmission Fluid 
 
 

Vintage DM3 Automatic Transmission Fluid is a superior quality, high performance 
transmission fluid that is formulated exclusively from base oils with high performance additives that 
meets the DEXRON/MERCON and Allison transmission fluid specifications. It is strictly formulated to 
reduce wear, protect against corrosion and last longer in vehicles with automatic and powershift 
transmissions.  
 

Vintage DM3 Automatic Transmission Fluid is formulated in accordance with the standards of 
the American Petroleum Institute (API) and the American Automobile Manufacturers Association (AAMA) 
with carefully selected additive packages to provide maximum protection against wear, rust, corrosion, 
oxidative thickening, acid formation, sludge and varnish deposits.  
 
 
 
Typical Properties 
 

DM3 Automatic Transmission Fluid  
Product Code Number    17903 
 
Color        Red  
Viscosity, ASTM D-445 
 cSt @ 100°C      8.0  
 cSt @ 40°C      37.0  
Brookfield Viscosity, ASTM D-2983 
 cP. at –40° C     17,000 
Viscosity Index      190  
Flash Point, °C (°F), ASTM D-92   180 (356)  
Pour Point, °C (°F), ASTM D-5950   -45 (-49)  
Specific Gravity     0.86 


